
Stormwater and Erosion Control Submittal Requirements
Flow Chart

Redevelopment:
40% TSS Reduction

Stormwater Performance Standards:
- TSS Reduction, based on 
development type
-Peak Discharge Control
- Infiltration, volume based on 
connected imperviousness

> 1 acre of Land 
Disturbing Activities 
(or as determined by 

City Staff)

TSS Reduction:  
Determined by 

Development Type

START

Yes (Stormwater)

New or In-Fill Development:
80% TSS Reduction

Infiltration:
Type of 

development 
determines 

Complete Stormwater Permit 
Application and Submit to City 
Staff:

- Stormwater Management Plan
- Maintenance Agreement
- Permit application fee

- NOI to WDNR

City Staff reviews 
application 

Additional information 
may be requested

Approved

Not
Approved

Erosion Control  Standards for sites under 
an acre:
- Erosion and sediment control practices
- Install prior to runoff entering waters of 
the state
- Install before land disturbing construction 
activities begin and maintain until after final 
stabilizationNo

Erosion Control Standards for sites of 
one acre or more:
- Erosion control plan
- Erosion and sediment control practices
- Sediment performance standards

(Sediment Loss < 5 tons/acre/year)
- Preventative measures
- Install prior to runoff entering waters 
of the state

Complete Erosion Control  Permit 
Application and Submit to City 
Staff:

- Erosion Control Plan
- Erosion and sediment control plan 
statement
- Permit application fee

-NOI to WDNR (sites >1acre)

City Staff reviews 
application 

Obtain Erosion Control 
Permit

Additional information 
may be requested

Approved

Not
Approved

Obtain Building Permits

Install Erosion Control 
Devices

Notify City Staff within 
two full businesses days of 

commencing land 
disturbing construction 

activity

Start Construction

Peak Discharge:
Maintain or reduce peak 
runoff compaared to pre-
development for 2-, 10-, 

and 100-year storms

Infiltration 
Assessment 

(To Determine 
Feasibility)

Yes

Obtain Stormwater 
Permit

City Staff makes record 
of Maintenance 

Agreement, if applicable

(Erosion Control)

Construction

Notify City Staff within 
three full business days 
of completing any BMP

End Construction

New projects will be 
inspected within the first 

two weeks of 
commecement of land 

disturbing activity.

Active sites will be inspected once every 
45 days.

Inactive sites will be inspected once every 
60 days.

Inspect BMPs within 24 hours of rain 0.5 
inches or more

Follow-up inspection is required within 7 
days of sediment discharge or inadequate 

control measure

Final inspection will confirm all 
graded areas have reached final 
stabilization, temporary control 
measures have been removed, 

and permanent BMPs have been 
installed as designed.


